AVE-CC414D-TVI p ™

4MP HD Plastic Dome Camera AMERICAN VIDEO EQUIPMENT

KEY FEATURES

e | ens: Varifocal 2.8-12mm
e IR LED: 30 x F5 IR LED

¢ IR Range: >30M

SPECIFICATIONS

AVE-CC414D-TVI

Camera Type 4in 1 (AHD TVI CVI CVBS) Camera
Effective Pixels 4.0 Mega Pixels
Image Sensor 1/3” OV CMOS Sensor, OSD, ICR

Color 0.001 Lux@F1.2
MIN. HIUMINALION |
B/W 0.0001 Lux@F1.2

Signal System AHD/TVI/CVI/CVBS or PAL/NTSC

On Screen Display Yes (Cable/UTC)

Manual/DC Lens, Shutter/AGC/WB, Pict Adjust, Mirror, Day/Night, DNR, BLC/
HLC, Motion Detect, Privacy Zone

OSD Function

IR Cut Filter IR LED synchronous switching double filter
Lens Mount Varicoal Lens ss12mm
Infrared Luminary | 30 pieces IR-LEDs
Infrared Wavelength ssonm e
llluminate Distance More the{l"‘i”‘SO Mo
I1/0 Connector 1"DC Pd@ér Connector, 1* BNC Video Connector
Supplied Voltage DOy

Power Consumption IR On: 600mMA max., IR Off: Less than 200mA

-10°C ~ +60°C, 10% ~ 90%
(Built in Heater being optional added for enviroment lower than -20°C)

Working Enviroment

AVE (Europe)  13B Blanchardstown Corporate Park 1, Blanchardstown, Dublin 15, Rep. of Ireland

‘ Tel: +353 (1) 864 7450 Fax: +353 (1) 864 7451 Email: eusales@ave-global.com Web: www.ave-global.com
AVE (UK) Endeavour House, Coopers End Road, Stansted, Essex, CM24 1SJ
- Tel: +44 (0)845 600 9323 Fax: +44 (0)845 600 9363 Email:eusales@ave-global.com Web: www.ave-global.com
AVE (USA) 2300 Central Parkway, Suite C, Houston, Texas TX 77092
AMERICAN VIDEO EQUIPMENT Tel: +1(281) 443 2300 Fax: +1 (281)-443-8915 Email: usasales@ave-global.com Web: www.ave-global.com

AVE (Asia) 147 Soi OnNut44, (Sampheenong Villa), Sukhumvit 77Rd., Suanluang, Suanluang, Bangkok 10250 Thailand.
Tel: +662-331-9285 Fax: +662 331 9365 Email: ave@avethailand.com Web: www.avethailand.com



